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6362018 TECHNICAL MACHINE SHEET 
 

Product: Water Deaeration Plant ALDOX 100 HL with Pasteurization 

Product number: 6362018 

Manufacturer: Alfa Laval 

Manufacturer's type: ALDOX - SPD 100 HL 

Manufacturing year: 1995 

Capacity: 1 - 100 hl/h 

Status: Installed 

Condition: Fully operational 

 

Pictures: 

 

 
 

JADE Machine Description: 

 

Hot deaeration plant ALDOX made by Alfa Laval in year 1995 is designed for produce air free, 

deaerated water for brewing.  This DAW plant has also tube pasteurizer for sterile water and DAW 

tank of 10 m3. Aldox Plant is fully automatic, self-contained, ready for operation and it is connected 

to a general CIP. This deaeration technology results in exceptionally efficient oxygen removal, with 

very low gas consumption. 95% or more of the stripping gas entering the column is dissolved into the 

water, which reduces the need for additional carbonation of products such as high-gravity blended 

beer. 

 

The virtually oxygen-free water that Aldox column removes the oxygen from the incoming water, 

which is routed via the liquid distributor at the top of the column. The high desorption of oxygen is 

achieved by using carbon dioxide as the stripping gas over a packed bed, at atmospheric pressure. 

Water is routed via the liquid distributor to the top of the column and travels downward countercurrent 

with the CO2 / N2. Aldox systems enable you to keep oxygen levels down to as little as 0,02 ppm. 

Equipment in good condition and ready to delivery. 
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Technical specifications: 

 

Manufacturer:  Alfa Laval 

Manufacturer year:  1995 

Type:  ALDOX – SPD 100 HL 

Capacity:  1 – 100 hl/h 

Residual oxygen content: 0,02 ppm 

Inlet water temperature: 10 – 20 0C 

PLC:  Alfa Laval SattCon05  

Condition:  Good Condition 

 

 

List of equipment: 

 

- Deaeration column 

- Heat Exchanger (0/6 bar – 50/130 0C) 

- Tube pasteurizer  

- DAW tank volume 10.2 m3  

- Control cabinet 

- Piping, valves, pumps, etc. 

 


